
  

Instruction Manual for the BellMe B-900 

Display Monitor 

 

Function 1 is to save or delete a transmitter 

Function 2 is to set remote control (This step is done before any 

programming is done) 

Function 3 is to change the display mode and rolling display settings. 

Function 4 is to change the time settings  

Function 5 to change the ringtone settings 

Function 6 is to change the receiver address settings 

Function 7 is the service type indicators and additional features 

Function 8 is the copy function 

Function 9 is to restore factory settings 

 

The first step is to programme the remote to the receiver. 

To do this turn on the B-900 and press the function key on the side of the 

screen to show FUN  - 

Then press the centre button on the remote and the function key to show 

FUN 1 press the right key on the remote to show F 2 press the enter 

button on the remote to show FUN 2 – 1 press the enter key on the 

remote to show 00 and press the enter button on the remote. If 00 is 

“used” then try 01 until it shows “unused”. Now this remote is 

programmed to the receiver. 

  

The B-900 Display Monitor can work with up to 526 transmitters. To 

programme the first transmitter, turn on your remote by pressing the 

centre button. Press the function key on the remote to show Fun 1. Press 

the confirm key on the remote to show FUN 1 – 1 and press confirm again 

to show the basic settings for the transmitter you wish to programme. 

The 4 zero’s on the top right hand side is the unique transmitter address, 

which can be changed from 0000 to 9999. Only one address can be used 

with one transmitter. The numbers on the bottom show the settings for 

the transmitter you are about to programme: the first 2 digits (12) is the 

ringtone choice. There are 7 different ringtones between 01 to 12. The 

next 2 digits is the pager group set at 01, and next 2 digits is the pager 

address also set as 01. The last digit is the alarm output setting. 0 is to 

disable, and 1 is to enable the alarm output. 0 is the default setting. 

The N at the lower right hand side means that this transmitter address 

(0000) is unused and is available to be programmed. If the letter was a B, 

it means this transmitter address (0000) is used and is not available to be 

programmed. If the letter was an H, it means this transmitter has been 

edited via software. 

To change any of the settings, position the flashing cursor to the selection 

you wish to change and using the left and right arrow key to choose the 

digit. For example, navigate to the transmitter address, and change it to 

0001 by using the right arrow key on the remote and pressing 1 on the 

remote. 

Press confirm on the remote to navigate to the lower line to change any 

additional settings for the transmitter you wish to programme. Use the 



  

right arrow key to select the number 2 and change it to number 1, to 

programme 11 as the ringtone. 

Once you have changed the settings accordingly, press confirm on the 

remote to programme an alphanumeric display for the transmitter. If you 

wish to display numbers only, use you remote to input the numbers. If 

you wish to display letters, press setting on your remote to move the 

cursor to the letters below. Use the left and right arrow keys on the 

remote to navigate to the letter you wish to select. Once you have the 

letter, press setting on your remote to select it. Press Select on your 

remote to back to the letters below. Follow the same steps for the next 

letters. The bottom selection comprises of letters first, then symbols. For 

example, if you wish to programme WARD1-1, press setting, then use the 

right arrow key to navigate to W and press setting. Press setting again 

and use the left arrow key to navigate to A and press setting. Press setting 

again, then use the right arrow key to navigate to R and press setting. 

Press setting again and use the left arrow key to navigate to D and press 

setting. Press the number 1 on the remote. Press setting and use the left 

arrow key to select – and press setting. Press the number 1 on the 

remote. 

When you have the display you require press the confirm key on your 

remote and the display will stop flashing. 

Press and hold the call button for five seconds until the screen displays 

“setting success” then release the call button when the message 

disappears.  

To programme the Cancel Button, press confirm on the remote, press and 

hold the cancel button for three seconds until the screen displays “setting 

success” then release the call button when the message disappears.  

To programme another call button, replace the characters on the screen 

with the characters you wish to display and repeat the steps above to 

programme the next call and cancel buttons. 

To delete a transmitter, type in the address, or 4 numbers of the 

transmitter you wish to delete and press confirm. It will have a B in the 

lower right hand corner because the transmitter address is in use. Press 

the confirm key and the transmitter name will be displayed. Press and 

hold the setting key and the screen will show “cleared success”. The 

transmitter is now deleted. 

Press function to exit the current screen until you get to the main screen. 

Rolling display settings: Function 3-1 

You can choose how many calls you wish for the receiver to show at a 

given time. If you wish to display only one call at a time on the screen, 

press function on your remote to show Fun 1 and press 3 on the remote 

to show Fun 3 and press confirm to show Fun 3-1 and confirm again. The 

system has a default of 4 which means the display unit will display up to 

four calls at a time. You can change this setting to either 1, 2 or 4. Press 

confirm on the remote to confirm your selection. 

Function 3 – 2 is to enable or disable the rolling display. To do this, press 

function on your remote to show Fun 1 and press 3 on the remote to 

show Fun 3 and press confirm to show Fun 3-1. Press 2 on the remote to 

show Fun 3-2 and confirm again. You can change the digits from 00 to 16, 

with 00 being no rolling and 16 meaning the receiver will roll up to 16 

calls. The receiver has 00 as the default setting. Press confirm on the 

remote to confirm your selection. 

Function 3-3 is to set the rolling display time on the receiver. To do this, 

press function on your remote to show Fun 1 and press 3 on the remote 



  

to show Fun 3 and press confirm to show Fun 3-1. Press 3 on the remote 

to show Fun 3-3 and confirm again. Change the digits from 0 to 99 to 

choose the amount of seconds between each rolling call. The receiver has 

20 seconds as the default setting. Press confirm on the remote to confirm 

your selection. 

Function 3-4 is to set the time it takes for a call to be automatically 

cancelled. To do this, press function on your remote to show Fun 1 and 

press 3 on the remote to show Fun 3 and press confirm to show Fun 3-1. 

Press 4 on the remote to show Fun 3-4 and confirm again. Change the 

digits from 0 to 99 to choose the amount of seconds until a call is 

automatically cancelled. Choose 0 to allow the receiver to never cancel a 

call automatically, in other words, you will need to press the cancel 

button to clear a call from the receiver. The receiver has 60 seconds as 

the default setting. Press confirm on the remote to confirm your 

selection. 

Function 4-1 is to set the time on the B-900. To do this, press function on 

your remote to show Fun 1 and press 4 on the remote to show Fun 4 and 

press confirm to show Fun 4-1 and confirm again.  The receiver will 

display the current time setting. Use your left and right arrow keys to 

select the digit and adjust using the numbers on the remote. Press 

confirm on the remote to confirm the time setting.  

Function 4-2 is to select the alarm output time which is the duration of 

time the receiver alarms for. To do this, press function on your remote to 

show Fun 1 and press 4 on the remote to show Fun 4 and press confirm 

to show Fun 4-1. Press 2 on the remote to show Fun 4-2 and confirm 

again. Change the digits from 1 to 99 to set the alarm duration. The 

receiver has 10 seconds as the default setting. Press confirm on the 

remote to confirm your selection. 

Function 4-3 is to select the display time on the receiver. To do this, press 

function on your remote to show Fun 1 and press 4 on the remote to 

show Fun 4. Press confirm to show Fun 4-1 and press 3 on the remote to 

show Fun 4-3 and confirm again.  This function sets the delay time on the 

receiver in the event that you have multiple signal repeaters. The delay 

time will prevent a call from coming in repeatedly. To change the delay, 

select 0 for no delay, which is the default setting, 10 is for 3 seconds, and 

99 is 30 seconds. It is recommended for situations where there are 

repeaters during the programming stage. Press confirm on the remote to 

confirm your selection. 

Function 5 is to change the ringtone settings: 

Function 5-1 is to listen to the ring tones that are built in to the receiver. 

Note that each transmitter will need to have the correct ring tone 

selected during the programming stage in Function 1-1. To listen to the 

ringtones, press function on your remote to show Fun 1 and press 5 on 

the remote to show Fun 5. Press confirm to show Fun 5-1 and confirm on 

your remote. There are 7 different ring tones to choose from (01 – 12 – 

some are unavailable). Use your left or right arrow key to scroll through 

the ringtones to select the desired ringtone. The receiver has ringtone 12 

as the default setting. Press confirm on the remote to confirm your 

selection. 

Function 5-2 is to select the volume of the receiver. To do this, press 

function on your remote to show Fun 1 and press 5 on the remote to 

show Fun 5. Press confirm to show Fun 5-1 and press 2 on the remote to 

show Fun 5-2 and confirm again. Use the left or right arrow key to select 

the desired volume. You can choose between 00 to 15. The receiver has a 

volume of 10 as the default volume. Press confirm on the remote to 

confirm your selection. 



  

Function 5-3 is to change the amount of times the ringtone repeats when 

a call button has been pressed. To do this, press function on your remote 

to show Fun 1 and press 5 on the remote to show Fun 5. Press confirm to 

show Fun 5-1 and press 2 on the remote to show Fun 5-2 and confirm 

again.  

0 is to keep ringing 

1 is to repeat once 

2 is to repeat twice 

3 is to repeat three times 

4 is to repeat four times 

5 is to repeat five times 

 

Function 6 is to set the receiver address. To do this, press function on 

your remote to show Fun 1 and press 6 on the remote to show Fun 6. 

Press confirm to show Fun 6-1 and press confirm. Type in the relative 

number to set the local address. Press confirm on the remote to confirm 

your selection. 

Function 7-1 is to activate the service type symbols on the receiver. To do 

this, press function on your remote to show Fun 1 and press 7 on the 

remote to show Fun 7. Press confirm to show Fun 7-1 and press confirm. 

“1” is to deactivate service type symbols, and “4” is to activate service 

type symbols. Press confirm on the remote to confirm your selection. 

Function 7-3 is to change this receiver to either the Main or Sub receiver. 

To do this, press function on your remote to show Fun 1 and press 7 on 

the remote to show Fun 7. Press confirm to show Fun 7-1 and press 3 on 

the remote to show Fun 7-3 and confirm again. “1” is to set this receiver 

as the Main receiver and “0” is to set this receiver as the Sub or 

secondary receiver. Press confirm on the remote to confirm your 

selection. 

Function 8 is the copy function. Before doing this, know the receiver’s 

address which is under Function 6-1. Press Function on your remote to 

show Fun 1 and press 8 on the remote to show Fun 8. Press confirm to 

show Fun 8-1 XX. Make sure the address of the receiver is the same as the 

2 digit number displayed and press confirm. The receiver will show “Fb-1 

copy….”. This will take 5 seconds to finish the copy and will show “F8-1 

copy” and then exit. 

Function 9-1 is to delete all the transmitters on the receiver. To do this, 

press function on your remote to show Fun 1 and press 9 on the remote 

to show Fun 9. Press confirm to show Fun 9-1 and press confirm again. 

The receiver shows “delete transmitter”. Press the setting key on the 

remote to show “cleared”. All transmitters have been deleted. The 

receiver will show Fun 9-1. Press the setting key to exit the setting mode. 

Function 9-2 is to delete all the remote controls on the receiver. To do 

this, press function on your remote to show Fun 1 and press 9 on the 

remote to show Fun 9. Press confirm to show Fun 9-1 and press 2 on the 

remote to show Fun 9-2 and press confirm again. The receiver shows 

“delete remote control”. Press the setting key on the remote to show 

“clearance”. All remote controls have been deleted. The receiver will 

show Fun 9-2. Press the setting key to exit the setting mode. 

Function 9-3 is to delete all the calling information on the receiver. To do 

this, press function on your remote to show Fun 1 and press 9 on the 

remote to show Fun 9. Press confirm to show Fun 9-1 and press 3 on the 

remote to show Fun 9-3 and press confirm again. The receiver shows 

“delete calling information”. Press the setting key on the remote to show 



  

“clearance successful”. All the calling information has been deleted. The 

receiver will show Fun 9-3. Press the setting key to exit the setting mode. 

Function 9-4 is to restore the default address on the receiver. To do this, 

press function on your remote to show Fun 1 and press 9 on the remote 

to show Fun 9. Press confirm to show Fun 9-1 and press 4 on the remote 

to show Fun 9-4 and press confirm again. The receiver shows “set default 

address”. Press the setting key on the remote to show “clearance 

successful”. The receiver address has now been restored to its default 

settings. The receiver will show Fun 9-4. Press the setting key to exit the 

setting mode. 

Function 9-5 is to restore all default settings. To do this, press function on 

your remote to show Fun 1 and press 9 on the remote to show Fun 9. 

Press confirm to show Fun 9-1 and press 5 on the remote to show Fun 9-5 

and press confirm again. The receiver shows “restore factory setting”. 

Press the setting key on the remote to show “please restart”. Turn the 

receiver off and then turn it back on. 

 

 

 

 

 

 

 

Technical Information: 

B – 900: 

Working Voltage: DC 12 V – 18 V 

Working Current: < 1000 mA 

Frequency: 433 MHZ +/- 75K 

Audio Out Power: 1 W 

Recovered Sensitivity: 100 db 

Remote control: 

Working Voltage: 9 V 

Working Current: 15 mA 

Frequency: 433 MHZ +/- 75K 

 

Power Adapter: 

Working Voltage: 18 V 

Working Current: 1 A 


